UNION Series SSCAME

[l CABLE GLANDS WITH DEVICE TO PREVENT I REFERENCE STANDARDS Il BEHAVIOUR WITH CHEMICAL AND ATMOSPHERIC AGENTS
ANY UNSCREWING
EN 50262
Metric cable glans for electric installations. Concentrated |  Diluted  [Concentrated |  Diluted Hexane Benzol ‘ Acetone ‘ Alcohol
Not Not Limited Raci . Resi Resi Resi Resi o

UNION Series

Il CABLE GLAND TABLE: METRIC/PG/GAS
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GAS 1.1/2”
--J GAS 1.1/8”

Il VERSIONS B TECHNICAL CHARACTERISTICS
Protection degree: IP66-1P68 »
- With nut 7 9 o o o, o GAS 3/
- PG thread Operating temperature: -5°C +60°C / -20°C +80°C GAS 1/4”
= _ METRIC thread Glow Wire test: 750°C/850°C 2[3[4[5]6]7 8] 9]10[11]12|13]74[5]16] 17|18 10|20|21|22|23| 24| 25|26 27 [28|29]30]31 3233 |34 35]36 57
- GAS thread Material: Engineering plastic
- A IK degree at 20°C: 1K05 - 1K06 Il APPLICATION EXAMPLES
Versions: PG thread
‘i - I\P/Icé;grlza?hread METRICjthread
4 GAS thread
Colour: Grey RAL 7035 (light)
T With diaphram and nut (Gh':nggttn))M
- PG thread VLY
“& - METRIC thread
- With diaphram without nut
- PG thread
1’ - METRIC thread

Il BEHAVIOUR WITH CHEMICAL AND ATMOSPHERIC AGENTS (LIGHT VERSION)

Concentrated |  Diluted  |Concentrated |  Diluted Hexane Benzol ‘ Acetone ‘ Alcohol
: Limited : Limited . Limited Limited "
Resistant Resistance Resistant Resistance Resistant Resistance | Resistance ' ' '






